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NUMBER
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DIACAL

While reviewing missed, received or dialed number, press this key to dial current number
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Turn over menu Turn over menu forward; move

backward cursor backward
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Note With dialnum seletcted in use dialplan drop down list, you can also set dddcode,
iddcode, iddprefix and dddprefix according to requirement of system.
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Note After entering set page, if Update button is not clicked within 5 seconds, then
when you click it again, the index page asking for pin will pop up again. Then
please input the password again to enter the set page and then click Update
button to confirm the modification.

23



SIPTRONIC ST-150 SIP Phone User Manual (V1.39)

Note Please refer to PalmTool User Guide to learn how to write digitmap or just
download TXT file from our site. Then please save it as “phone type.map” file,
such as ST-150.map.

PalmTool is a tool designed especially to configure and upgrade the IP phone. On a PC double

click  iconto open the PalmTool. The index page of PalmTool will popup.
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ST-150 V1.39 settings
Password :

Password ; ****
P:\>

Password ; *xxxkxix
P:\>
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P:\>?
set

get
store X
load x
exit
write

list settings
store current to xth settings
load xth settings to current

save settings
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ST-150 V1.39 settings
Password: x#kkkkx
P:\>get

iptype O[static]

ip 192.168.1.100 subnetmask 255.255.255.0

dns 202.106.196.152 dns2 202.106.196.115
service 1[enable]
servicetype Ofcommon] serviceaddr 203.93.9.57

router 192.168.1.254
mac 00-09-45-65-a3-e6

serviceid [empty]

nattraversal 1[enable] nataddr www.showmyip.com natttl 30

phonenumber 182378009 account [empty]

registerport 6800 signalport 6800
registerttl 60 rtptos O

jitter size O

calltype 1[advanced] localtype O[phonenumber]
dtmfpayload 101

dialplan 2[dialnum] dialnumber 17911
iddcode [empty] iddprefix [empty]
innerline 1[enable] localprefix O

answer 5 ringtype 0[dtmfQ]
fwdnumber [empty] fwdpoweroff 1[enable]
fwdalways O[disable] fwdbusy O[disable]
audiotype 0[g7231] audioframes 1

vad 1[enable] agc O[disable]
handsetin 9 handsetout 21

codecl 1[g7231] codec2 0[g729]

pin [empty]
controlport 6802
rtpport 6802

dtmf O[control string]

dddcode [empty]
dddprefix [empty]
nonlocalprefix 0
digitmap O[disable]

fwdnoanswer O[disable]
6.3k 1[enable]
aec 1[enable]
speakerout 21
codec3 2[g711u]
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codec4 4[gsm] codec5 5[null]

password 1234 superpassword 19750407 debug 1[output]

upgradeaddr [empty]
sntpip 0.0.0.0 daylight O[disable]
timezone 55[(GMT+08:00)Beijing,Hong Kong,Urumqi]

ST-150 V1.39 settings

Password:****

P:\>get

iptype O[static]

ip 192.168.1.100 subnetmask 255.255.255.0 router 192.168.1.254
dns 202.106.196.152 dns2 202.106.196.115

nattraversal 1[enable] nataddr rtpport 5144
registerport 5142 sighalport 5142 controlport 5144
account [empty] pin [empty]

phonenumber 182378009 fwdpoweroff O[disable]

fwdalways O[disable] fwdbusy O[disable] fwdnoanswer O[disable]
ringtype O[dtmfQ] answer 5

password 1234

upgradeaddr [empty]

sntpip 0.0.0.0 daylight O[disable]

timezone 55[(GMT+08:00)Beijing,Hong Kong,Urumgqi]

28



SIPTRONIC ST-150 SIP Phone User Manual (V1.39)

29



SIPTRONIC ST-150 SIP Phone User Manual (V1.39)

30



SIPTRONIC ST-150 SIP Phone User Manual (V1.39)

31



SIPTRONIC ST-150 SIP Phone User Manual (V1.39)

NOTE The free service list of Internet Owww.ip-calculator.com; www.ipchicken.com;
www.ipchicken.com;www.showmyip.com;www.whatismyip.com;
www.myipaddress.com; www.whatismyipaddress.com; ip.sbbs.net;
www.whatismyipaddress.net;checkip.dyndns.org
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P:\>ping 203.93.9.57
P:\>

ping OK

P:\>ping 27.56.120.56
P:\>

Note Usually, the echo time of ping command is no more than 1 second. So if the
result is not displayed in 5 seconds, ping command is fail.
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Note When you use ftp 0 and ftp 1 commands, if the file get from FTP server is too
large or the net speed is too slow, then the process will not be seen in telnet
window. Please be patient. Using ftp command in telnet to get file spends almost
same minutes as getting file using phone. So if nothing is displayed after too long
time, it means that ftp is fail.

Note All the Telnet commands of ST-150 IP phone should be written in low case and
the password is case sensitive.
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Note Please do not change the name of the upgraded program, or the
operation will be fail.
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Note When you communicate with the other party without lifting the handset,
please do not exceed 40 CM from speaker.
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Note When you place a call without Gatekeeper or with Gateway, please log off
Gatekeeper. To get the detailed operation please refer to Configuration chapter.

Note ST-150 IP phone supports saving 80 entries unanswered call, dialed call
and received call ranged from 1-80 at best. When the entries arrives 80, the

latest record will cover the first one. The record will be lost when the phone
restarts or turned on.
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